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Existing Sign Survey 

Existing Signs: Various
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Existing Signs: Department of Labor
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Existing Signs: Department of Veteran’s Affairs
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U.S GENERAL SERVICES  
ADMININSTRATION
7TH & D STREETS SW

WASHINGTON DC 20407

 K Street, NW
Washington, DC 
Tel: ..
Fax: ..Gensler

© 2005 Gensler. All drawings and written 
material appearing herein constitute original 
and unpublished work of the designer and may 
not be duplicated, used or disclosed without 
written consent of designer.

Issue Date By Check
 & Description

01 3.23.05 BR MR
 100% Design Intent

Project Name

GSA-NATIONAL CAPITAL REGION 
SIGN SYSTEM

Project Number

09.1178.000

File Name

050421_PresentationCFA.indd

Location

/Graphics/Design/Studies/
050421_PresentationCFA

Scale

As Noted

Description

Elevations

KEYNOTES

1. INTERNAL STEEL ARMATURE: Steel

structure as determined necessary by sign

fabricator; structure must meet all local

and state codes for exterior sign struc-

tures.

2. TEXT AND GRAPHICS: 

OPTION 1: Silkscreen to match MP-1  

OPTION 2: Etch and paint fill to match MP-1

3. FACE PANEL:

OPTION 1: 1/8” thick aluminum, MP-2. Me-

chanically fastened to  Commercial Grade 

Aluminum Honeycomb Core. 

OPTION 2: 1/8” thick brass veneer; vertical 

directional brushed finish; weather resis-

tant clearcloat. Mechanically fastened to  

Commercial Grade Aluminum Honeycomb 

Core. 

4. BASE:  Inset base for ease of mowing 

and landscape maintenance; 1/8” steel; 

to match MP-3; mechanically fastened to 

Mounting Post, Face Panel, and Back Panel. 

5. MOUNTING POST: 1/8” thick square 

steel tube; welded to Internal Steel Arma-

ture; covered by Base; mounted in Con-

crete Footing.

6. CONCRETE FOOTING: As determined 

necessary by sign fabricator; footing must 

meet all local and state codes for exterior 

sign structures

7. BACK PANEL: Aluminum pan construc-

tion; mechanically fasten to Internal Steel 

Armature; to match MP-2.

8. COMMERCIAL GRADE ALUMINUM HON-

EYCOMB CORE.

9. SETSCREW: For removal of Face Panel 

when necessary; countersunk and tamper-

proof. Provide tools for removal.

MP-1: Matthews Paint 30132 (Black)

MP-2: Matthews Paint 20358 (Lt. Bronze)

MP-3: Matthews Paint 20356 (Dk. Bronze)
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Sign Construction: Design Intent
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Typeface: FrutigerBuilding

United States
Avenue
Main Entrance on Constitution
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Sign Locations: Federal Triangle
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RECOMMENDED SIGN LOCATION
EXACT FINAL INSTALLATION TO BE DETERMINED
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BUILDING

NATIONAL ARCHIVES
BUILDING
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Sign Elevations

Front ViewSide View Enlarged Supplemental
Information Listing Section

DARK BRONZE PAINTED FINISH, 
LIGHT BRONZE SCREENED TYPE

Wilbur J. Cohen
Building

1201
Constitution
Avenue

United States
Environmental
Protection Agency

United States
Department of Labor

United States
Department of 
Veterans Affairs

Main Entrance on Constitution Avenue NW

Accessible Entrance on 13th Street NW

For more information now go to 
www.12345A.gsa.gov on your mobile device.

DARK BRONZE PAINTED FINISH, 
LIGHT BRONZE SCREENED TYPE

DARK BRONZE PAINTED FINISH, 
LIGHT BRONZE SCREENED TYPE

Wilbur J. Cohen
Building

1201
Constitution
Avenue

United States
Environmental
Protection Agency

United States
Department of Labor

United States
Department of 
Veterans Affairs

Main Entrance on Constitution Avenue NW

Accessible Entrance on 13th Street NW

For more information now go to 
www.12345A.gsa.gov on your mobile device.

DARK BRONZE PAINTED FINISH, 
LIGHT BRONZE SCREENED TYPE DARK BRONZE PAINTED FINISH, 

LIGHT BRONZE SCREENED TYPE

Wilbur J. Cohen
Building

1201
Constitution
Avenue

United States
Environmental
Protection Agency

United States
Department of Labor

United States
Department of 
Veterans Affairs

Main Entrance on Constitution Avenue NW

Accessible Entrance on 13th Street NW

For more information now go to 
www.12345A.gsa.gov on your mobile device.

DARK BRONZE PAINTED FINISH, 
LIGHT BRONZE SCREENED TYPE
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